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Intro to TKR Corporation

TKR Group is a global Electronic, Metal Stamping, Plastic Injection and an Integrated Manufacturing Supply partner.
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History
1979 1995 2001 2007 2011 2013 2017

Optical Media Technology

8cm DVD-RW    Blu-Disc

CD-R

8cm DVD-R

CD-ROM / DVD-ROM

Sales & Marketing 
Mexico Distribution

ARPC

Tape Media Manufacturing

ACC      MC       MFD                    Energy      VHS     8MM   DVC    

Surface Mount

Technology

Electronic Services 
Repair – Reuse - Recycle

New OEM Biz
Automotive Biz

Final Pack-

Quick Reaction

USB

MS

Reverse Logistics
Refurbish Repair

2019 2021

https://store.sony.com/webapp/wcs/stores/servlet/SearchCatalog?catalogId=10551&storeId=10151&langId=-1&N=4294961698&searchType=outlet
http://www.sonystyle.com/is-bin/INTERSHOP.enfinity/eCS/Store/en/-/USD/SY_DisplayProductInformation-Start?ProductSKU=LBTXGR600&Dept=hav&CategoryName=hav_HiFiSystems_MiniSystems


TKR de México S.A de C.V

Warehouse 
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Logistics



TKR de México S.A de C.V

Quality and Environmental Certifications 

ISO 9001:2015 ISO 14001:2015IATF 16949:2016

Certificate no.: 74 700 1384 Certificate no.: MX19.00221Certificate no.: 0391476

Sony Green Partner

Quality and Environmental management systems

Factory Code.: FC01-4916

ISO 13485:2016

Certification 

process at 

end of 2021

Medical Devices



TKR de México S.A de C.V

Our Employees
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SMT Features

➢ ISO7 Class clean room 

➢ Temperature / humidity monitoring

➢ Dust cover on the top of the equipment

➢ Automatic width adjustment for all equipment

➢ Line integration system （Pana-CIM, i-LNB, K-SMART)

➢ Traceability & log data for each board

➢ 3D inspection machine  → Solder inspection, pre-reflow inspection, post-reflow inspection in-line3D

➢ Printing machine → Automatic solder supply, reduction of operator burden by height detection, 

quality stabilization

➢ Mounter → High output by dual line, ability to handle parts

➢ Reflow oven → Nitrogen compatible, enhanced flux recovery

➢ X-ray inspection machine → CT function, board back surface parts cancellation mechanism
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SMT #1 & SMT #2 Lines Machine configuration

1234567911121314 10 815161718

No Name of equipment Model name Maker

1 Magazine Loader DL-900S Kiheung 

2 Work Surface Cleaning Machine UC-900S UNITECH 

3 Screen Printer SPG NM-EJP6A Panasonic 

4 3D Solder Inspection System KY8030-3 Kohyoung 

5 Shuttle CV DSC-686S Kiheung 

6 Production Modular #1 NPM W2 NM-EJM7D Panasonic 

7 Production Modular #2 NPM W2 NM-EJM7D Panasonic 

8 Production Modular #3 NPM W2 NM-EJM7D Panasonic 

9 Production Modular #4 NPM W2 NM-EJM7D Panasonic 

10 Shuttle CV DSC-686S Kiheung 

11 3D automated Optical Inspection System Zenith lite Kohyoung 

12 Inspection CV DIC-900S Kiheung 

13 N2 Reflow Soldering System TNV-M6110CR-X Heller 

14 Cooling CV DHCC-533S Kiheung 

15 Magazine NG Buffer DMB-1253S Kiheung 

16 3D automated Optical Inspection System Zenith UHS Kohyoung 

17 Magazine NG Buffer DMB-1253S Kiheung 

18 Magazine Unloader DUP-900S Kiheung
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Peripheral Equipment Configuration

1920212223

No Name of equipment Model name Maker

19 Gravity Loader DGL-520S Kiheung 

20 Co2 Laser Marking System LMS-S300e Horiuchi 

21 Flipper DIV-420S Kiheung 

22 PWB Cleaner(Doble side) UC-250BVWS UNITECH 

23 Unloader DUP-900S Kiheung

QR Laser maker Line Peripheral equipment

No Name of equipment Model name Maker

24 Solder paste Mixser SR-500 THINKY 

25 X-ray inspection FX-300tRX i-BIT 

26 Stencil cleaner SC-AH-100E SAWA 

27 Nitoregen generator NGP240+ Atlas 
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SMT Mounter Machines
#4 #3 #2 #1

Mounter NPM-W2  #4 NPM-W2  #3 NPM-W2  #1,2

Conveyor Dual Lane

PCB dimensions

Dual L50mm×W50mm～L750mm×W260mm(Batch) / L50mm×W50mm～L350mm×W260mm(2position)

Single L50mm×W50mm～L750mm×W510mm(Batch) / L50mm×W50mm～L350mm×W510mm(2position)

SMT Line L50mm×W50mm～L330mm×W250mm

Placement Head 3-nozzle head 8-nozzle head 16-nozzle head

Placement accuracy(Cpk≧１) ±30μm/QFP ±30μm/Chip ±30μm/Chip

Component dimensions(mm) 0603chip～L150×W25×T30 0603chip～L32×W32×T12 0603chip～L6×W6×T3

Component
supply

Taping
Tape: 8 to 56/72/88/104mm Tape: 8/12/16/24/32/44/56

Max.86 Max.120 (Tape width:4, 8mm tape)

Tray Single tray: Max.10 -

Recognition
Camera

Front Multi-recognition camera (Type 3) with PIP lighting: Multi-recognition camera (Type 2) Multi-recognition camera (Type 2)

Rear Multi-recognition camera (Type 3) Multi-recognition camera (Type 2) Multi-recognition camera (Type 2)

PCB Thickness 0.4～2.0mm

PCB warpage MAX0.5mm or less

High productivity

Automatic changeover (program, width, nozzle)

Automatic replacement of support pins

Automatic recovery function for pickup error

Head diagnosis

Inspection before pickup -

Maintenance
Head maintenance unit

Intelligent Feeder Maintenance Unit

Pana-CIM

Material Verification Module

Material Control Module

Traceability Module
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Integrated system Pana-CIM

TKR have the 4 functions inside the green line.
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