
We are a company 
dedicated to support our 

customers with fully 
machined aluminum 
castings produced by 

high pressure die casting 
(HPDC) process for 

automotive & specialized 
industry.

Alumcast S.A. de C.V.
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Location

Alumcast is a mexican private company starting

operations in 2019 located in Gómez Palacio,

Durango, México. It is a stategic logistics place to

supply our products to Mexico & USA.



Quality

Quality management system based on IATF

16949:2016 is one of our keys to be successful,

supported by our personal with a high level of

experience and skills about this standard, it will be

implemented on June 2022.
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Process

Melting of metal
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Process

3 injection machines (2 HPDC 700 ton presses & 1 HPDC 900 Ton press.)
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Process

Injection machine 700 Tons (Holding furnance, injection machine, 

cooling tunnel & trimming press)
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Process

Injection machine 900 Tons (Holding furnance, injection machine, 

cooling tunnel & trimming press)
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Process

Trimming press
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Process

Automatic pull out system
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Shotblasting

Heat threatment

Process
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Laboratory equipment

Spectrometer Hardness tester

Metalurgical

Microscope

Reduced pressure

tester

Sample preparation

CMM X-ray inspection
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General lay out
Total area: 260, 000 ft2

Roofed: 90,000 ft2
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Our customers:

EAU: 50,000 pcs.

Weight: 2.21 kgs
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Our customers:

EAU: 20,000 pcs.

Weight: 2.725 kgs
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Our customers:

Volume: 294,000 sets

Weight:  0.987 kgs / set
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Our customers:

Volume: 460,000 pcs

Weight:  0.25 kgs 



Our customers:

Volume: 526,400 pcs

Weight:  1.17 kgs average of 

all parts.



Our customers:

Volume: 120,000 pcs.

Weight:  2.08 kgs 

Weight: 1.56 kgs
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Our Actual Capacity:

We have a 700 ton machine 100% 
available.
By September 1st, two more 
machines will be installed. A 650 ton 
Buhler Evolution press and a 850 ton 
Buhler Evolution press. 



Timing for projects:

Tooling development at China takes 15 weeks (

transit included) and 4-6 weeks after tools arrive

Alumcast to produce first PPAP samples.

Validation samples will be made at China and

evaluated by ALUMCAST, we are considering about

10 weeks.



A
lu

m
c

a
st

S
.A

. 
d

e
 C

.V
. Contact Info:

Juan Pablo Rodriguez

juanp.rodriguez@alum-cast.com

Mobile: 52 871 2174093

Jorge López Willy

jorge.lopez@alum-cast.com

Mobile:52 871 1325787

Diego López Meléndez

diego.lopez@alum-cast.com

Mobile: 52 871 7549069

Jorge López Meléndez

Jorge.lopez.mel@alum-cast.com

Mobile: 52 871 1205771

Kevin Zygadlo

kevin.zygadlo@alum-cast.com

Mobile USA: 1 781-588-2880

Km 11 Carr. Gomez Palacio – Fco I Madero

Gómez Palacio, Durango, México

CP 35140
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